
LD Systems ANNY8 / ANNY10 
Features & Specifications Comparison 

Portable Bluetooth PA: ANNY8 ANNY10 

Low/mid woofer + HF driver 8" + 1" 10" + 1" 

Max. SPL (peak) 117 dB 118 dB 

Bluetooth Bluetooth 5.0 with AAC codec 

Link to Second ANNY  True wireless stereo 

Inputs 2 × 6.3 mm/ XLR combo, 2 × cinch / 3.5 mm jack (AUX) 

Wireless Mic Capability Up to 1 wireless mic Up to 2 wireless mics 

Built In Mixer 5-channel mixer 6-channel mixer 

EQ 3-band EQ 

Cabinet Features 

 Tilt back cabinet to adjust 
listening angles 

 Integrated holder for tablet 
or smartphone 

 Wheels and telescopic 
handle 

 Storage space for up to 
two microphones  

 Integrated holder for 
tablet or smartphone 

Battery life at mid volume 
(ECO preset) 

5 h 25 h 

Battery life at full volume 
(music preset) 

3.5 h 11 h 

Weight 8.8 kg 18 kg 

DSP 
DynX DSP (Gen. 2). 

Clear and distortion-free sound at maximum volume 

Pole Mount 35 mm flange 

System output (RMS / peak) 80 W / 160 W 

Frequency response (-10 dB) 53 Hz - 20 kHz 45 Hz - 20 kHz 

Dispersion (H × V) 120° × 60° 120° × 60° 

Dimensions (W × H × D) 249 × 390 × 282 mm 361 × 566 × 300 mm 

Output USB-C: 5 V, max. 2 A 

Mix Output 1 × XLR male 

Wireless range 80 m 

Priority/ducking mode Yes 

Footswitch input Yes 

Battery 14.4 V / 5.000 mAh 2 × 12V / 5.000 mAh 

Charging time 
(80%, no signal) 

3 h 3.5 h 

 


